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110-HUB HUBBARD, Alfred: THE HUBBARD GENERATOR --- This device was first 
demonstrated in 1919: it powered a 35-hp electric motor to propel ап 18- 
foot boat around Portage Bay, WA. The "Hubbard Coil" needed no power source 
other than a jump start...Comprised of 8 electromagnets each with primary 
and secondary windings of Copper wire, all arranged around a large steel 
core which hada single winding Around the entire group of coils was 
another, secondary winding...Here are several news articles from 1919 апа 
126, Schematics, ала updates оп recent research developments...58 
pp..PRICE: $ 8... 
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ajor Problems АН Re- 5 
Unsolved, With Likeli- 
That Some To Be Left 


INGTON, Feb. 26—(A. P.) 


session, the seventleth con- 
з yet to dispose of a Bingle 
he eight major problems 


al progress has been made 
raiting of bilis ва solutighe 
of the problems, but it 
karded as inevitable 1 


ђе elected next Novem! 
Щ scarcely be possible to 
ough bighly eontroversi 
on at the short #ession 
хі December, 


BILL LIKELY `. 

relief, probably the 
nt of all pending quest! 
im the formative stage, 
1n both houses are dam. 
o put through а bill в 
: improbable а repetition ОГ 
*ishster in the Mississippi 


ipelef, which has sgi 
s for а number of yi В 
zis to be pressed at 
with the ПИЋЕ again 
sriginal McNary-Haugen 1. 
лате committee has repo! 
bili and А eimNar ебот Kj 


‘Inance committee, whic! 
g action on the house теф- 
lafter the first tax-rety 
year are received on Mi 


tter controversy is bE 
over the naval building pro- 


ЗЕҢ DAM DISTRICT | 
zreement between intereztad | 
on Boulder Dam 1еріз1а фри 
to be almost as far away” 

18 even some proponen 
eat power, reclamation 
on project оп the Colo 
doubt that a bill can 

1 at this session. 

senate has acted 60 the 

narine problem by passi 
viding for eontinued вот! 
nership of the fleet, Wat 
fuse committee propose; 
. measure providing for pri- 
reration, end Ше two houaes 
ve to fight out that battle И 
Js to be any jegisiailon at 
55100. А 
ова consolidation ін another 
t'which 18 Hkely io ко over 
seventy-first cOnETeSE. ~ 


t Oranges And 
: Last Longer 


. ANGELES. Feb. 26—( ту 
ral Беттісе)--Отавде faita 
v for the Yongevify of siht 
Gm, “Qn mctu хл. pre оде san, 
обе clinic at Баша. Barbars, 
зе Southern. California Publ 
1 Association today. TR 
orange juice, he sid, should 
ien internally by tho wearer 
: ВИК garments or pearis. 
juice, it seems, neutralizes 
zid m the wearer's system 
T consumed liberally, length- 
we Ше of the silks. Б 
ris Jost their Iuater through 
п the blood of the wearer, 
3 declared. The remedy for 
+ the same—orange juice. 


Hubbard 


of the federal prohibition office, 
may possibly be the discoverer of 
at Телі 4ле basic’ principle behind |: 
the “ТО ев moti 
_ demonstrte for the first Lime іп De- 
gh at tho halfway mark in trot, jest Week, and which is dt 


tracting the attention of such aero- 
nautical experts as-Col Charles А. 
Lindbergh: and Ма)» Thomas С. 
Lanphier, 5 


himself yesterday. "While he said 
that be has been able to Теаго Done |; 
o? the details in connection with |. 
у] me Detroit demonstration, be de; |? 
must be left for the AE dared that he wi 
| жету strongly that the motor, |; 
was simply a development of (зе 


Hendershot, the Piltaburgh: elec 


| probabi 


ЕН 


кєй 
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Out Secret Of Utilizing 
Radium .Power, 4m. 1919], 


Фра, 

ву Я. B. BERMANN 251: 
дива М. Hubbard, the, youthful 
tormy petrel of the Seattle branch 


which waa 


"та was claimed by Hubbard 


inclined to su 


apparatus which he himself dem- 


DRIVEN BY RADIUM 7: 
“То 1819 Hubbard represented; the 


tracting electrical” епеѓку ‘dirgctly 
ierday that this bad been: merely 
в subterfuge to protect bis patent: 
rights, and that, as в matter of 
fact, it had been а device for ех- 
fracting electrical energy from та. 
dium, by means. of а series of 
transformers which stepped up the 


The declined to go ші dotal а 


"I never heard о! 


па із demonstrat 
10g the moto 
it must be remembered that 1 
worked on the invention for two 
years in Pittsburgh—in 1921 and 
1922. It was а Dr. Greenslade who 
represented the people who were 
financing me at that time—-but, of 
course, if the people who bought 
out most of my interest jn the ix] 
vention were to bring it ont “as 
their own machine, 
do it through a man with 


onstrated ‘in, Seattle аз ently 88 | 
MoT E 001 


abparatus as being capable of ех |. 


from the air, but he admitted yes | 


«тага (о the «лаб menner inj. 


they would) - 


whom 1 had. never worked: ^I Wi 

employed by the Radium Chemical 
Company at the ume I was work- 
ing ‘in Pitisburgh." + 
SOLD INTEREST B 
While Hubbard declined to dis- 
close the exact amount that he bad 
received for his invention, he made 
it clear that he had sold out a 75 
per cent interest 1а what mar 
prove to be the greatest eclentitic 
revelation of the ages, for little 
more than а moss of potage. | > 

“hen I mado my discovery.” he 
sald, "I was only sixteen years 
old—and. until that time, Гб never 
even had an ice cream soda. So 
you can imagine that s couple of 
thousand dollars looked mighty bis 
io me. 1 nover hesitated for an 
instant when the ведро who were 
financing me insisted on taking 
Керр genat аһ. іра шаі 
more and more of my rights, 
JUST QUIT COLD 

,"But, at last, along in 1922, | 
suddenly came to the realization 
that if | acceded to thelr latest de- 
mand I'd have only 20 per cent in- 
terest Теб, во 1 Just quit them 
cold” ус, 

Hubbard asserted that be has no 
intention of bringing any jegal ac- 
tion against Hendersbot ог bis es- 
sociates for the present, at least. 

"Ц he really, is using my idea.” 
Hubbard said, "and 3f It proves 
practical, it's во big that 25 per 
cent—or 2.per cent—wil bring in 
more money than I can ever pos- 
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«Шу mee. Бо I'm not worred— 
Tm dust sitting back ans waitin: * 
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wide attention in Detroit 


Ave M. HUBBARD and the device. which he 
invented nine years ago—which he believes the 
basis for the “fuelless motor” now attracting nation- 


lieves Mystery Motor ИН 
Based: Upon His Own. Invention 


. A | R A | Ex-Dry Agent Says He Worked 
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age the 
trolt b 
for ant 
dt wa 
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Here is а sketch of the apparatus ax made by Hubbard in 
‚ but which he now admits was to camouflage the fact that 
+ Две machine extracted electrical energy from radium and 
not from the air, as originally represented. 
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when he went to werk for’ Шет 
Pittsburgh people. ue 
s Hubbard went foto retirement 
along with his motor ior some 
time, but he made a dramütie re 
iurn.io Seattle and public atten- 
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Hubbard was Шу arrested but, $ 
Ou ine сте o1 his iial, the indict- 
ment артса him жак dismissed | 
and it iater came out that, while | 
associaled with Olmsted, he had 
turned government informer. Bome 
time after this hevtame out in the 
open as 2: frankly, avowed prohibi 


п agi 
2 (0еругыа.. 3928, ту Seattle Pest- 
соо. Intelligencer.) 
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GERMANS BACK 
SPA AGREEMENT 
BY BIC MAJORITY 


German Government Approves 
; Understanding With En- 
tente Representatives, 


GREEKS ROUND UP TURKS. 


London Press Disapproves 
7 Lloyd George-Millerand 
8022: Decision. 


Dy Asuctated resa. 

BERLIN, July 20—The тесная 

n overwhelming matori 

roved the agreement mado Fe 
cently by the government at Spa with 
the ropresentaitves of the entente 
‘The resclvilon approving tha Spa 
agreement МАН preaented Jointly, Ui 
P. Ше coalition parties and th 
ERE РЕ. omluva perusi аа cha 
(majority Socialiste, Jt declared ‘that 
Tne reichstag quiy appreciates the 
motives which actuated the govern’ 
ment Та algoing thé agveeusnls at 
n 


tof Nsbbard coll ина motor fu bent. 


гвувата, favestor of 


Photos by Waller P. Miller, Post-Intellgencer Staff Photographor. 


fee сей aed вө n | talmed Н" 


"OR WETS 
"UT FORTH 
OX ADDRESS 
s Wit tom 


3. вмтти, 
Ак ef ‘The Токіа 
Tho Смевдъ Ти 


uly 2-отвозе who | 


ж James М. Соқ 
ед nominee, to 
а im різ acreptanca 
7 the eicoholic con- 
cad act ага going to 
р 
governor has been 
ng МА acceptance 
take” ho ваза togay 
thing In his address 
"preled im any way 
Rienmond Pearson 
that he сату hte 
quer lana, 
ther aay, takes the 
Fighteenth amend- 
y the bed-roek of the 
iry сөпеуевк passed 
‘which forbida the 
mtslning more than 
2% cent жіне. The 
з vphelg the right of 
fy Just what 18 "im- 
T Jum now it ја 
ov. Cox iw expected, 
paign, to. tawe the 
control of congross 
the prople and that 
sire they can elect 
the law. ‘Tha nears 
come to being "wet" 
ће Imagination that 
а liberalization of 
її dt comes to him 


3AN HEADS 


Seattle : Boy Inventor “Makes 
+ Good His Claims of Last De- 


' Discovery to P 


"RUBBARD'S CLAIMS. |: 


T- yong Hubbard's claim 
correct regarding the потез 
coil: he- haa perfected, and 
which ‘peo 
дау, these 
Ње’ сой would do, 


without cont 
ether than the ipltlal outlay of 


300: B 
Drive а large touring cer at 
-normal spred. 4 
Tiuminete a móderaté-ataed of- 

Поб мана. - 
Furnish current for lighting, 

cooking and heating Гог a Jarga 

ferente, 7 - 


Heat азуед twoeroom apart- 
mente, " 
Ме 


Alfred M. Hubbard, зе пе boy in- 
метот of a device which Гот want of 
қ. better- nand ho terma an &tmo- 
spheric power generator, теметвау 
Made wood. hie prediction «that пе 
would drive а motorboat with the ap- 
paratun а a murca of power. 

‘An cightean-foot boat propellod by 


а thirty-flve-horas power electric mo- 
tor, which odtalned Ма current from 
the Mubbard coll, wae driven about 
Postage Day on Lake Unton. Among 


S—The heat under war, drive: 
power from the Пай 


` oomber When ‘He Announced - 


by a meter which abe 
сеп, x 


Hubbard Coil Runs Boat 
-On Portage Bay Ten Knots 
Ап Hour; Auto Test Next 


G.0.P. OF NEWYORK’: 
NOMINATES MILLER 
FOR COVERNORSHIP 


Harding аза Costi¢ge Given Ка- 
" имамо Indoreement- Wil, 
;. em те Denoanced i $ 


By Ашыйм Prem. ا‎ 

SARATOGA SPRINGS, N, Y, July 2. 
Judge Nathan L Mer 'of Буғасіш 
was nominated тор governor late to- 
dy by the чпогеца, Republican eon- 
vention, . His selection сата on the 
thira ballot. 3 

The convention, 884 to 97, decided 
to support Senator Jamoz W. Wans- 
‘worth for renomination, E. И. Hook- 
tr ог "New York, former national 
treasurer of the Progressive pariy, 
опровед Senator Wadeworth. Secre- 
tary af State X, M. Ноко, Ме most 
formidenie opponent, deciated Ве 
would carry nis fight Into ihe Sep- 
tember primaries. 2 

Indorsement of the Republican na- 
Чопа? platform, pledge of anthuwi- 
aatic support to Harding and Соо, 
And a declaration for а League of Ni 
Попа “with such reservations аз ahali 
protect the "sovereignty . and . Ináe- 
pendence of tha United Btalex код af 
waya retain Ја congress alone (е, 
power 10 declaro war," are contained 
їн tha platform avhmitied to the con- 
'ention. Б 
There is mo problbliion plank. 
The convention veted to designa, 
a tiekot of stale обсега, (wo Judges 
of the поте of anpeale and United 


‘The resolution wax opposed only by 
the Nationaliats and Indeppmdent За 
ана. Й 

^^ Qeeelotiom Falls. LM 
А resolution presented by the Ind 
pendent Rociallste demanding mme. 
diata nattonslizalion of tha coal Пезда. 
was aupporled only by ino tmo So- 
сапе factions. О" 
А Xovernment statement read Dy 
Foreign Minister tumors wines ж ал 
ponement of active socialization until 
ihe special comntlaston now inverti 
geting the ыяш makes concrete pro- 
posais. His siatemgnt also кес forth 
that ап aliempt КО confiscate the 
mines at thie tims would create ап 
Smpression атол the entente that 
Germany waa seeking 10 evade ог 
fay fulfillment of the obligations а, 
витае et Бра. 


Tress Opposes Peace Pian. 
By Домейн Press. я 

LONDON, July 18--Тһе десщоп 
reached Бу Premiere Sfillerand and 
Lloyd Geargo at Вощоспе yemterday 
fo stand by the original pian for а 
pesca conference with the Russian 
Dowletx receives mo enthusiastic re- 
endoreement by the London press. By 
the anti-Bolshovik papers it Is round- 
Ir denounced, one of {hem saying 11 
wlll bring nearer that diplomatic 
totognition of the soviet government 
which we especinily delest and dread.” 
‘Suceesa or fallure of ihe proposal 
fo held се conference here between 
entente, ønvisl Mueria and Ret- 
border states’ repreeentatives 
Пу. on the armi- 
Kunsin lays down ца the 


"Pola, probably Saturday. in thé өріп- 


don of officints, 

- Intimations have reached officlal 
quarters that the Russians are not 
finding 10 cary te decide өп terms. 
Om faction. led by Lenine, In repres 
sented to ба im favor of lerma ГРА 
1L would bé reasonable to suppose tho 
Poles would accent. while Trotsky 
and same ef hia intimates ате repr 
vented aa заме ия on terme mo hi 
millating ihat the Poles sould бе 
for continued ПЕРИ, or overthrow 


of thelr government 1f ihe termi 
were асседівй, ., А 
Smaller. Minten Imwiet, » 


Bhould.the latier contingene; 
it would he аяс1саз Lo mttemnt а cane 
ferznec, Bimuttanconaly with the dis- 
patch of the noie to the Bolshevik] 
fukreeiinr the conferenpe, Great 
Brtata қина Latvia, малта. 
Fintand and Fmthonla to participate. 
The firat threo accepted wholeheartt 
«ду; Esthonia sont word lt was wili- 
ing to participate, but did not ex- 
press warm approval > 


Grecka Rend Up Turku. 


ATHENS, July 21.—NotwiHhatanding 
the Intense Всай пот prevailing, ti 
‘Greek troopa In Thrace were coniinn- 
ing thelr forced marches, rounding up 


Turkish bands. The сотита which 
Тарава at Media wam making all pos- 
sible speed in an endeavor to head off 
Cot, Jafar Tayara, the Turkish Мал 
tonaiist commander at Adcinopis, 

А Constantinople mexsag tiled 
the mame day Dut at a somewhat lai 
er hour than this dispatch reported 
the capture of Col. Jalng Tayar and 
his entire staff when the’ Greeks en 
tered Adrlanapie. 


Beldlera Well Equlpped, 


ATHENS, July 28—Greek military 
operations have been relatively bloc 
Isma but succesful, Бесвюпа of the 
rapidity of the Greek movements: 


When the Greexs debarkod at Ro- 
Фото а week ego. the soldiers threw 
thems 


сеп inte the ғ 


quicker to 


hore. Grecka operating In 
‘Thrace total 80.000: those in the Asia 
Minor campaign, 96,000. They в 


well-equipped and experienced 
fore, ss 


Wallsce Реја ва Wife, шо 
PARIS, July 34——ТАФ council of 
ambassador: having auxpended ths 
stings unti) August 28, Hugh C. 
Wallace. ihe American ambansador, 
will от Mes- ХҮшінеб wt Alz Lea 
Bains. 3 
The ambassadors’ council bofore 
adjourning today  establlahed {he 
frontier dividing Taschen between 
Palana and Cxechosiovakia and out 
lined а treaty to settts the detalla 


Harding tot 


For Long 
Throu 


Major Speeches to Be De: 
in New York, Bostor 
cago and Indianapolit 
agers Announce. 


By PHILIP KINALEY 
[Leased Wire Service ef Tha 

fellikemcer and The Chien! 
ne 

MARION, О. July 24-7 
“irdnt porch campaign” has nt 
сепке bean abandoned by 

Warren С. Harding and hie 

it became known (обву Uh 
are being mado for an cztann' 
elin schedule for the Republi 
аме. 

‘These plans ате entirely - 
ад yet, but it may be mated t 
tor Harding probably will p 
went an Denver, ag far south 

phim and that hir Itinerary 
Eruan New Tork, Borton, сме 
Indianapella Ме wit dellver 


apeak at the ratewny to (не Ваша, іп 
the center of the agricultural dise | 


born end 
where thi 


in the 
cry Ix tor -progrexslvtsro. 


not robabitity. i 


in Изтоп. In the ouiet of his brary, 
calling 10 him his advisers sed ainn, 
thinking out thoroughir before мате 
ing out on прес с errand. He will 
not bo driven ішо haaty rear platform. 


Subcommittees 


Here Consider Scale Frob- 
lems in Conference Marked! 
by Harmonious Procedure. 


"Wages of coal miners In (ва Kerth’ 
wert will be increased аз a result of 
tho conference of miser and opera- 
lore now being ева fn Seaitle, It wan 
disclosed i the clone of the 


Pired nevera? mant 
be sill being adlcred ба, anenrâing (o 


"L ean say nothing ether than that fa 
we are kroning oat onr difficulticr 
and prospects are that we wiU arrive | е 
differences Af opinion.” mM 2, Jl. 
Waltace, 


aeade ec;nmittee, "The гАПЕТЯ he- 


thwest have always been cordial 
have an he banit of қ new apres. 
ment the recpmmendations of {ha Год. 
ernt conl rommisalon for the Pa 
Солт, which ie, һу tha жау, a unani- 
moos report adonie4 by а сотитђејла 
which represented hath interests ал 
«л. қанық. ЧА, "ESI, WA ае FER: 
mendation ag в foundath 
me reason why жо should mot Мате. 
Ко an early understending, 

"While I am not at liberty to dis 
loss what has transpired during the 
conference, 1 presume that | is no 
violation of confidence to жау that the 
tendency of wage 


miners, concurred in Mr, Wallace's 
ЕНА 
The agreement between miners and 


but which was modified by an addi. 
Мапа 14 per cent tn wages гепо 
Ing the miners’ strike of 1315, on the 
recommendation of the Гос) admini 
traison. , FS 
‘The scale subenmmitteea which are 
In conference canalst of Му, Итте 
Ben Tareimona and Ernest Newa 
sham, representing the miners, end 
С, С. Anderson, N. D. Moore and МЕ. 
Wallace, representing the operators, 
‘The full scole committe of miners 
snd operators are too large to work 
efficiently, жо authority to dellverate 
ja delegated by cach pariy to а sub- 
cominittce of thros, which draws un 


м 


41,000 45 Anony: 


ту Associated Trees, 


eumatancas aurrounding the death of 


BOAT COMMANDER COMING. 


Lewis 


ну Ма огт fgrerhee. _ m. 


ACA new agreement without serious | quant. 
making и 
member of (ће enperatora irnttic. 


Р! 


Ieantam and the League of Kaiiane, acter thins 
the labor problem, agricultural prob- | renuit, Ht 
lama, Inland waterwayn, те Не wili| Harding o 


Harding. 
might a | 


trle in the center of the foretmn| farmer Tre 

Western еекјоти lerner of 
elector In 
ТЕ iz not planned now t» taka him (о grantor 11 


the Paeifle Coant but much а trip bs Tilton adi 


invaded эт 


lel der 
Let d 


nonduet his campaign from i» home| the Democ 

In fact mr 
pn 
патна 
һа erushin 


вас, 


Сте 


‚ Boost to Northw 


Operators aud Mine Workers| NEW Е 


юу диве 


108 AN 
ДЕНІ вата 


yesterday. No merinux < ditt Ж 
Of оримоп havo marred the ‘The ter 
af the moaie nubcommitices whlch ага | camperise 


working on а new arrremnent lu take {war sett t 
the plare ef the cnnttact whieh ex- iepene? U 
а, but which [орка by 


Poth we 


ropeeseniatives of bath Internet, Westlake 


Fnverses 
One ма 
anaiderah 


The bo 


(eran miners and perator іл the neuneed Н 
for the m 


ine | МАКТ) 


ambassador 
deportation 
today абон 
{the “recre 


Sunder the new|/ore!tn ко" 
Agreement will bo артат” not Hable 
Bobert М. Harlan, representing tho | immigtatio 


against дет 


representat 


operators which Is now being foi. mento Ве 
lowed reprenents а. contract which | S07thing қ 
was entered Into jm November, 1911, | sentative" 


SUSPEC 


ISB 


бу дама 


VANWTEN 


telexram т 
Woodward 
Anlecttver 
further На. 


тем 


ж 
img the дев 
nought in 
trakt trunk 


тенек ana лын тық 
ful] Committees for ratification, ` | NEW YO 
AM, 

FORMER SOLDIER'S |та” 
DEATH BLAMED ТО Ez" nai 


BLACK HAND GANG ure иген 
Refused de све vp SLACKI 


.Xn 


PORTLAR 


Fats. age 
E ас Jackron 
NARAVISA, М. M, July ЗС. f асынан, 


me, & farmer атт here, | (0710) 
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|| 
| 
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miles norih of 


tea. | tee Beattie епу limite, ar 2 o'clock | drafted у Sit 
am- | Wednesday atiernuon. ‘The body was | th 

han | recovered meveral ours! tater 

axt- | deputy sheriffa. 

lay. | Young Мери 

вед | from Ма home 


а | Place (о awim with a 
panions, Опе 
have dived 


ber t^ notify the sheriti 
меоль а was the кој 
Mra, E. M. MeDoni 


and Diarrhéeg 
7: 


thin 
het 


tme tomes. 14 worin tiny" Т 
дее, АА doe ери 
pera for ‘which te is intended" 

it onow.—tAdvertinement.) BY, 
М Tach as Беја 


мј= 


x —CAdvertisement.) 


The Satisfaction 


Е your land tille is pro ^ 
. tected by а Policy of 
Title Insurance, - 
Certainty that if the the” 
to your land is attacked, it 
will be protected absolutely 
without expense lo уби by 
the ablest lawyers we cay 
employ, ы 


up 
with 


A 


РА 


оар 


| ЏКОЖХЕр IN LAKE шо departing 


P 


ment, perfecting bi 
bis residence 1 


era ве Worked on hi 


монсы annually 


The foremost proporal of а report 
We Beck advocated 


ivex of 


20,000 


im 


Boat; Auto Is Next 


Continued From Page Оле, 


Peres and 155 volts, whic 
Qut. waa equivalent to epproximately 
forty-five horee power, 
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TECHNIDYNE ASSOCIATES 
Alternate Energy Systems 


гі 


Р.О Bo. 11422 


( Revision t ) Clearwater. FL 
33516 
| Š (813): 442-3923 
% 
| Ref Dat 
| " (Reference Data) November 26,1982 


We would like to advise you of the development of a major-impact alternate energy 
system based on a past transformer/generator built by Alfred М. Hubbard of Seattle, 
Washington in 1920, 


The Hubbard Generator was used to power an eighteen-foot boat around Lake Portage 
at Seattie and this first demonstration wes witnessed by scores of observers,includ- 
ing the press. A front page article about Alfred Hubbard and his remarkable achieve- 
ment was published in Seattie's Post Intelligencer of July 29,1920, and a follow-up 
article was presented іп the Later July 16,1973 issue. The Hubbard principle is so 
simple and yet so profound that it is difficult to see how it was overlooked by eng- 
ineers for over sixty years, but apparently this has been the case because nobod 
troubled to find out what Hubbard fed into the primary windings of the generator: 

In a recently published book, -!Амеѕоте Force, by Joseph Н. Cater, information was 
provided on the full theory of operation and background on the Hubbard Generator,- 
which Mr. Cater rates as one of the best of several so-called "free-energy systems". 
We had known about the Hubbard Generator for several years but had dismissed it as 
doubtful since not enough technical data was available at the time, until Mr. Cater's 
"Awesome Force! came along. 

Briefly stated, the Hubbard hardware consists of nothing more than a non-convent- 
ional,coil-form transformer with eight secondary coils in tangent contact with each 
other and with the larger central primary coil at eight places. If usual A.C or D.C. 
15 fed into such а coil-form transformer an approximate 8 : 1 voltage stepup occurs 
with a corresponding decrease in the amperage output. Wattage in = wattage out minum 
hystersis and iron core/eddy losses. 

А radical departure from normal transformer operation occurs, however, when sinu- 
soidal 0.С. pulses, at low voltage and high frequency are sent into the primary wind- 
ings of the Hubbard transformer/generator unit. Test; have shown that uniform D.C. pul- 
ses directed into a coil will increase the amperage output over that of a equivalent 
straight wire, This is the basis for the secondary coil to coil cumulative amperage 
increase achieved withwthe windings of the Hubbard Generator | 

Soft particle physics based on concepts of the ether, accounts for the functioning 
of the Hubbard Generator in which continuous 0.С. pulses cause the destruction of all 
"soft! electrons surrounding the secondary coils which causes "hard! electrons to en- 
ter ali the coil windings. | | 


А recent critic of the Hubbard Principle mentioned that they were amused by the 
undocumented 35 KW output -(280 amps at 125 volts) claimed for the Hubbard demonstra- 
tion output power. Our response to this comment was that we were also amused by the 
Hubbard demonstration, but not by the claimed power га па, ми с! we now believe to be 
true. Üur amusement stemmed from a 19 year old boy coming along with one of the great- 
est achievement; іп electrical engineering of the 20th century, but didn't know how 
ТЕ worked пог cowld explain the scientific theory involved, and neither could any- 
body else at the time. 

In view of the serious and progressive environmental damage being done to the plan- 
есте atmosphere, it is believed that this revolutionary and major-impact electrical 
energy development should no longer be kept from rapid exploitation and wor Î dwî de 
acceptance. + % 
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Alternate Energy Systems 11422 


C Р. О. Box 5653 

+ Clearwater, FL 
33516 

- (813): 442-3923 


March 13,1983 
Rex Research 
Вох 1258,-(Dept М.Ј.) 
Berkeley,Calif., 94704 


Dear Sirs; 


In reference to ни Psi иг ru i геа 
“ША, I am enclosing additional,specs on the current Hubbard Т/б being built here, for 
your information and interest. 


I have recently learned about a duo of researchers in Maryland who are a!sc 
involved in the building of a Hubbard Generator, and who are making slow but steady 
Progress toward operation. They are using a function generator and amplifier to deter- 
mine the resonant frequency of their coil assembly (tuning) prior to reaching the opt- 
imum KV-/K Hz. rating for this unit, They have advised me that they will not be using 
an electro/mechanical oscillator as we are using but will emplw a solid-state oscillat 
with a veractor. 

After the problems that we have had with the E/M oscillator I now believe 
that they are definitely going in the right direction, In the latest E/M oscillator bu 

C iit here, the distributor rotor shaft must spin between 8000 to 16000 rpm to produce 
1 К Hz. to 2 К Hz., so that you can see that the life expectancy of the std. auto distr 
utor will not be too long. 


PEE aai RENE p E асы ыы a Е Be As you know the Hubbard 
Generator is in the public domain so that proprietary developments and rights will be 
severely limited. Incidentally the so-called Cater Coil is for the birds-! the heat 


апа capacitance buildup will be far too high for any practical level of wattage output | 


Although Joe Cater's chapter on the Hubbard unit in his book, "Awesome Force" was quite 
revealing and useful there were a number of technical errors which would preclude the 
operation of the Hubbard concept, as described. 

It is now known that Hubbard worked with Nicola Tesla at one time and it is 
reasonably certain that he gained his Н.У. knowledge from Tesla which makes a lot of 
uncertain Н.М. facts fall into place, I believe that this general type of transformer 
generator will be the wave of the future in alternate energy and eventually Теад to th 
redress of economic grievances against the power utilities, which is long overdue 11 


Project Manager 


Vi 
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HUBBARD - TRANSFORMER / GENERATOR PROTOTYPE .PROJECT 


GENERAL SPECIFICATIONS scm 
У 2-5 


РЕТКАВУ COIL: - ( Single,central Coil) (+ & - connections independent fro. sazo.. ме 


" 


Core size and type: 3-1/2 in. dia,builtup of sixteen rods and bars,- eigkt /га 
Height: Fifteen inches covered with steel shell,epprox« „0; thx, 
43 turns of #4 Thw Cable,- seven solid copper wires,approx. .09 dia each, 

(fer 15" height) total 0.0. #4 wire= .204 in., „ЗВ over ins’ ation 


SECONDARY COILS -(8) Іп mutual tangent contact/all coils 


Core size and type: Std. 2" (I.D.) Fence pipe, low carbon steel, approx. 2-y/ 
Height: Fifteen inches nate 
43 turns of # 4 THW Cable - seven solid copper wires, as above. 

All secondary coils connected top to bottom to maintain same hand coi! direc - 
Тел, as noted in the enclosed photocopies. 

+ & - connections independent from the central primary teil. 


Approximate Weight: - 83 pounds, with four casters for mobility 
Output Ammeter: 
0- 150 D.C. Amperes, with match/Shunt for overload protection 


Qutrut Multimeter-( Voltage measurement) 


Radio Shack-No. 22-027 у 
Set for А.С volts- 1000 volts, -(earlier D.C. 0-150 voltzeter blew out on f ak 


Subsequent project work: 


All coils were wourd with firs, steel wire windings to increase the miansti J 
induction surrounding the coiis, as advised by Jos. Cater. 

The primary coil has been wound nearly flush to the ful! coil 9.2.) ar" a тойо 
steel sleeve covers this pri, coil. 

All the secondary coils were wound slightly less than fiush to e f 
of the coils. This is a hedge against excessive capacitance bui! lu 
by Curt Wallace, of Northstar, DE, attendee at the Atiasta Епего, 


Etheric Capacitor: 

Ал etheric capacitor for the Hubbard Т/б has yet to Бе 12114 and it was дас де 
to hold off on this component until some positve test results 7 DES 
have been established. 

The Etheric capscitor- similar to Reich's Crguns Box, 15 «еди? ге с: 
tachyons (pre-electrons) in the vacinity of the secondary coil: for their erte 
ance into the windings, as advised by both Jos. Cater ar. Or. Richard ^ srk, 
of SanDiego. It was believed that Hubbard's original unit used such and etrec 
іс capacitor consisting of alternate layers of aluminum foil and some type of 
dielectric/insulating material. Approximately three of four layers of alun for 
will be required for this E/C component. 


(£L 
1 св 
о 


Oscillator Unit: 
The input oscillator for this H-T/G is described on another data sheet whic’. 
included with this spec. data. 


Reference Basis: 
The reference basis for this project work is the book. “Awesome Force" by cis, 
Cater. According to Dr. Clark, Alfred Hubbard workdwith Nicola Tesla Гега so- 
ort time, and it is believed that Hubbard acquired his Н.У. know-how from T.sl. 
so that the basic technology is Tesla's,as has been suspected by severa! ге: еа 
chers. Tesla was experimenting with a vehicle crivesby a wattage step-up tri ns 
. former, at one time. ү 
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` DONALD KELLY TO DR, RICHARD L. CLARK (AUG.5, 1983) 
(Retyped for clarity) 


Dear Richard: 

The enclosed photo of the reworked Hubbard Generator will explain why you 
have not heard from me for quite a while. 

This has been а major rework, which includes the following design features: 


а) Removal of the existing plywood . end plates and placement of steel links 
to both mechanical & magnetically connect ali the eight coil cores together, 
аз shown, ; 


b) Addition of primary windings of 4-1/2 turns each within the existing coils 
which now become secondaries of : Tesla . Coil transormers (Nominal 10:1 

Stepup voltage ratio). Connection of the primaries (8) in series while the 
secondaries (8) are connected within a parallel circuit, for an amperage increase 
for the fixed voltage output. 


с) Two spacer rings added (one shown) at each end of coil assembly for maximum 
air circulation (for cooling) 6f the coil assembly, (No internal iron core 
added ав per Hubbard's design, since the primaries are in contact with the 
secondary cores, and the secondaries have the tight steel windings 88 per 

Joe Cater's advice, Adequate magnetic induction should be present with the 
volume апа proximity of the present arrangement, 


Because of the © major redesign and concept change, the unit has been redesigned 
as the Tesia/Hubbard Transformer Gernerator, due to use of Tesla's technology. 


I'm now about 3 or 3 days away from first tests, with the major work going into 
the small motor-generator В,С. pukse unit, at the fromt of the coil-ass'y. The 
pulser is essentially a . variable-connection internal slip-ring & motor (AC)-- 
generator (D.C,) to produce the D,C. pulses at about 30 Hz, 


Oliver Nichelson, of Provo, Utah now recommends two phase D.C, pulses, which can 
be done with the above set-up. 


If the D.C, pulsor, above, is not successful I'll have to set up the function 
generator and amplifier to produce the input В,С, pulses. 


I've just filed а Disclosure Document on a modified Тез1а coil/transformer feat- 
uring two concentric secondaries with the single primary sandwiched in between. 

The Amperage output should be nearly doubled for the normal voltage stepup realized. 
The more I dig into the amazing work of Nicola Tesla, the more potential possiblities 
I can see, especially in his coil/transformer design (Pat. No. 593,138), 


Best Regards, 


Don К, 


` DONALD KELLY ТО DR, RICHARD L. СІЛЕК (AUG,5, 1983) 


(Retyped for clarity) 


Dear Richard: 

Тһе enclosed photo of the reworked Hubbard Generator will explain why you 
have not heard from me for quite a while. 

This has been a major rewsrk, which includes the following design features: 


8) Removal of the existing plywood  . end plates and placement of steel links 
to both mechanical & magnetically connect ali the eight coil cores together, 
аз shown, , 


b) Addition of primary windings of 4-1/2 turns each within the existing coils 
which now become secondaries of © Tesla . Coil transormers (Nominal 10:1 

stepup voltage ratio). Connection of the primaries (8) in series while the 
secondaries (8) are connected within а parallel Circuit, for an amperage increase 
for the fixed voltage output. 


с) Two spacer rings added (опе shown) at each end of coil assembly for maximum 
air circulation (for cooling) óf the coil assembly. (No internal iron core 
added as per Hubbard's design, since the primaries are in contact with the 
Secondary cores, and the secondaries have the tight steel windings as per 

Joe Cater's advice. Adequate magnetic induction should be present with the 
volume апа proximity of the present arrangement, 


Because of the “ major redesign and concept change, the unit has been redesipned 
as the Tesla/Hubbard Transformer Gernerator, due to use of Tesla's technology. 


I'm now about 3 or 3 days ачау from first tests, with the major work going into 
the small motor-generator В,С, pukse unit, at the fromt of the coil-ass'y. The 
pulser is essentially a : variable-connection internal Slip-ring & motor (AC)-- 
generator (Р.С.) to produce the D,C. pulses at about 30 Ho. 


Oliver Nichelson, of Provo, Utah now recommends two phase D.C, pulses, which can 
be done with the above set-up. 


If the В,С, pulsor, above, is not successful I'll have to set up the function 
Benerator and amplifier to produce the input В,С, pulses. 


I've just filed a Disclosure Document on а modified Tesla coil/transformer feat- 
uring two concentric secondaries with the single primary sandwiched in between, 


The amperage output should be nearly doubled for the normal voltage stepup realized. 
The more I dig into the amazing work of Nicola Tesla, the more potential possiblities 


1 can see, especially in his coil/transformer design (Pat. No. 593,138). 
Best Regards, 


Don К, 


Sj 25 1УУ | ~ | n 
interval end a relatively great period of time before there is another surge of 
current. It is now clear that a pulsed current or opening and closing of the cir- 
cuit or a square wave will not work. This means that there must be a Steady increase 
and decrease in current during a cycle which follows the same pattern as that of an 
alternating current. A sine wave pattern instead of a Square wave is the answer, 
Since a sine wave means a smaller rate of increase in current, а much larger coil 
with many times the number of turns is needed to produce the same increase in volt- 
age during the time the current increases. Despite this a great increase in volt- 
age and amperage can be achieved with only a moderate number of turns if extrenely 
heavy gauge wire is used. The wire should be at least as heavy as that used in 
power lines that lead into one's house. 

There is a critical size in the vire beyond which there is a rapid increase 
in voltage and amperage obtained for a small increase in the diameter of the wire. 
The reason for this will not be given here. It is sufficient to realize that very 
heavy gauge wire is required. For maximum efficiency the wire should be exposed to 
the most intense magnetic field possible. This means that all parts of the wire 
must be in intimate contact with soft iron. This cannot be done with ordinary coils 
since only a fraction of the wire surface is in direct contact with iron with one 
layer of wire. When more layers are wound on the iron core succeeding layers are 
further removed from the core and thus are exposed to weaker fields. This situation 
can be corrected with the following design. 

The heavy wire is wound one layer deep on a relatively small iron core in 
order to induce the maximum magnetization in the core. The gaps in the adjacent 
portions of the wire are filled in with iron dust or fine iron filings. ^ soft 
iron sheet is placed over this one layer coil. The same wire is then wound over 
this sheet ín the same direction as the layer below it. After one layer is wound 
on this iron sheet the gaps in adjacent portions of the vire are then filled in 
with iron powder as before. This new layer of coil is covered with an iron sheet 
as was done with the first layer. This process continues with alternating coils 
and iron sheets. When the desired number of layers and turns are achieved, all 
Portions of the coil are in direct contact with iron. 

А uniformly pulsed DC current in the form of a sine wave can Бе introduced in 
the coil as well as an alternating current. ‘The alternating current can be produced 
by transforming a DC current from a battery. The increase in current dan be so 
great that most of it must by-pass the battery and the mechanism that pulses the 
current. Otherwise Gamage to both can occur. Since the induced ГИГ іп the coil 
is directly proportional to the frequency of the AC current, it is advantageous to 


use a higher frequency than the normal 60 cycle AC. Something on the order of 120 
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сәсе with и. My first letter to 
the Radium Chemical Company 
wits not answered. А second let- 
ter a few months later brought 
а reply from Mr. George Taylor, 
vice-president of the concern, He 
slated that попе of the employces 
presently with the company and 
ако with it іп the early 1920's 
could remember anything about 

device, or about Hubbard 
himself. Мг. Taylor's letter said, 
"уште is по information avail- 
he on the device you men- 


uon’ 
A poor desciiption. of the de- 
vice may be better ап nonc: 
Around a hollow-centered, ргођ- 
ably non-magnetic tube, insulated 
copper мис is wrapped. The sive 
of the wire and the number of its 
turns are not known. (This in- 
ва mation would be necessary for 
(ven а beginning attempt. to те 
produce the device.) This wind- 
ing could currespend to tbe "pri- 
mary” of a папи тег. Jn the 
hollow of this tube are a series of 
1 diameter, probably magnet- 
ion rods Fhe radioactive 
materials аве parked snugly about 
these rods to form и compact mass. 
"| ћезе bars do not touch one 
another. И they аге magnetic, 
their poles might ай be alike or 
they might be alternated, 
Circling this сещ tube and 
its appendages aic съди. coils of 
wie wound upon, what appears 
to be, eibi cores of magnetic 
под. Thee cight coils stand 


5 


parallel to the center tube. Their 
outer windings appear 10 he cow 
necie in майя, and probably 
form something соисъропЧи, о 
the “secondary” ol the transfor 
cr. As there wem to ђе more 
windings on this secondary than 
on the primary onc would: sus- 
pert. h ing ordiri y elect 1 
pract the tramformer wits 
a “step up” variety rather than 


secondary voltage would be high- 


а "иср ама 


ст than its piy voltage and 
consequently its aniperage would 
be less. 


Four leadout wires are show- 
ing. How they are conne дей to- 
gether — if they are тонани а 
secret. 

Around the outside of these 
peus 10 lu: a ми 


windings 


рим; of sowe dense ma 
probably meant 10 shield or тата 
aside the rays from the Ш 
active materials within, Such à 
Уне would be necessary to pro 
tect those working with the арра 
PETITES 

МЕ of this is st between two 
ih make the device look 


heads wi 
hke а giant spool. "There are по 
moving parts. The machine oper: 
ales atty. The radio active ma- 
terials probably would have to һе 
тераса from ume to time. 
Whether the coils have to be "ex- 
cited” once, before the device 
will operate, I do not know. И 
may be they have to excite h 
time the machine is staricd, го 


establish the directional flow of 
the current. 

If Father Smith made any rec 
ords of his findings in connection 
with Hubbard's transformer, they 
ave not available at present. Ке 
cent inquiry at the college. dis 
closed. that Professor, Smith has 
passed away and the college li- 
brary contains no notes covering 
this matter, As far as can be de- 
termincd по U.S. patents сусг 
were issued to Hubbard covcring 


FATE 


the device. The Radium Chemi- 
cal company's list of patents ie 
long, but по title in their list apy 
pears to cover such an apparatus 
as Hubbard's. Either the device 
was not developed. to the point 
where а patent could be obtained, 
or because of the seeming fric- 
tion which developed between the 
company and Hubbard il was 
impossible for either to obtain а 
patent. [t is possi le that patents 
exist in other countrics. 


=: which appeared у the Searle "Pert-Inteligencer" in 1919 shows Alfred М. 
berd demenatrating ћи mysterious energy mensformer in his ћете laberatory 
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Electricity, as we know it gencer- 
ally, is derived from two accepicd 
means. 1. By cutting the “Hnes 
of magnetic forte" за up in coils 
of wire carrying am clectric сиг- 
tent to produce the strong mag- 
metic беја. 2. By reactive chemi 
cal means which require chemi 
cals to be "burned", reacted upon 
and destroyed (and thus neces 
sarily frequently teplaced) as in 
wet and dry batteries. 

Recently another device Наз 
been developed which wilt manu- 
facture electricity directly from 
aun light. As yet this new device 
has a very ман output and is 
по threat to generators of Bener- 
ators. 

Hubbard's transformer used 
none of these methods. И appears 
not to have been within the laws 
of “conservation of energy". At 
first Hubbard daimed he was есе 
ting bis energy "ont of thc ај“ 
Father Smith sooh put an end to 
that! Не did apace however, that 
the inventor truly has stumbled 
Upon something new. Thc word 
"stumbled" would вест to dis- 
regard Hubbard's three years of 
work! 

Professor Smith declined to rc- 
veal anything regarding the con- 
suction of the device. He did 
say из energy output маќ steady 
and that it produced an alternat- 
ing current. Its frequency or cy- 
dage was not mentioned. Its volt- 
age and Us amperage limits were 
not given. 


Photographs published in the 
Intelligencer indicate that the ар- 
paratis — or at least one ot them 
= operated а tight bulb of about 
200 watts capacity. The pictures 
show this lamp b ightly aglow. 
The lamp was atop a small de- 
vice which could have been held 
in two hands. En this rase the 
cyclage woul be relat vely ш 
portant but the voltage would 
have to be within rather close 
limits. ‘The Amperage required 
would be slighi. 

Father Smith said, “I hardly 
think this аррациз will operate 
indefinitely, though | can not 
ple а maximum Jengih ol oper- 
ation at this time.” He said he be- 
Heved the apparatus as const 
са, "would continue 10 fincuon 
for ап unheard-of period, and 
he was of the opinion it could be 
rejuvenated casily after a lo Қ пс. 
Professor Smith. also said 
not think there was "апу 
the sive such а device i 
built nor a limit to its « 
Capacities!” 

One of the interesting expr 
ments made with the Hubbard 
(ransfouner was the propelling of 
ап 18 foot boat around P pe 
Bay near Seattle. А 35 bors- 
power electric motor was hooked 
Up do а Hubba} аған 
Measuring H inches in di г 
and 14 inches in length. de dur- 
nished enough energy to drive 
the boat and a pilot at a good 
«їр, all around. the Бау. "flus 


зе 
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demonstration lasted several hours 
and created a sensation. The test 
required enough current for а 
long cnough time to rule out any 
sort of "battery" bei ng housed in 
the device. Even а battery of such 
strength and durability would cer- 
tainly be something new! 

From this test we may make 
some surmizes. The cyclage was 
probably 50 or 60 per second. 
There are 25 cycle motors, but 
they are few, and probably the 
boat's motor was not rewound to 
take cither a higher or lower fre- 
quency. Commercial electricity is 
60 cycles. The voltage could be 
440 or 220 — probably 220, It 
seems unlikely а 35 horsepower 
motor would have as low a volt- 
age as 110. It is possible, of course, 
or it could have been rewound for 
a higher voltage — 660 or 1100. 
Amperage, or quantity of current, 
would have to be considerable — 
less at the higher voltage input, 
greater al a Tower voltage input 
— И the horsepower was to hc 
maintained. anywhere near that 
recorded, Thus, we сап surmise 
the Hubbard transfornier was по 
"baby"l 

Soon after this demonstration 
Hubbard's name dropped. from 
Me Seattle papers aad he went to 
wok for the Radium Chemical 
Company of Pittsburgh — now of 
New York City. 

Вис оп Monday, February 27, 
1928, Hubbard and his trans- 
forner again made Scaule's Post- 


ГАЧ 


Tatelligencer headlines. This tine 
in connection with the "fi К 
motor" designed and buik be 
Lester |. Hendershot, then ог 
бекіре Рива, Detroit. 

ја an interview with К, B. 
тапа at this time Hubbard re- 
vealed, for the first tine, that his 
(ransfarmer was powered with 
radioactive substances. Hibbard 
admitted be had used the idea of 
power from the air to protect his 
rcal idea for patent, and (hiat his 
machine created electrical. cener- 
ву дпесйу from rays of force ог 
particles emitted from таас 
tive materials, Пс did not name 
the materials. They remain a 
secret today. 

According to Hubbards stac- 
ment in the newspapers he sold 
а 5076 iutcrest in his device to the 
Radium Chemical Со. and went 
со Pittsburgh to contin develop. 
ing the apparatus for them. Нив 


ГА 


bard gebaed thal the coc у 
had. demanded: mote unc 
equity in t ut fi 
nally ће retained ont 2576 in 


terest. Evidently, pressure was 
brought upon him to ири over 
n additional 805. This Hubbard 
refused to do and in 1929 he sev- 
ercd connections with Кад 
Chemical Со. and returned 
Зее. 

At the prescat 1 


ployment: period with Radium 
Chemical Company; пог will he 
discuss lis device ог his exper 


lo 
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Joseph Н, Cater 


The purpose of thls article is for better clarification of certain 
points introduced in last month's article on the building of the 


electric generator,and also to correct an oversi ht,Extraordinar 
a E Е У 


difficulties were encountered during the efforts of even getting it 
rcady for the prcss,For exauple normally very competant typists seemed 
unable to transform the plainly written article to the stage where the 
plates could be made without many gross errors which rendered the text 
unintelligible.Time after time it had to be retyped,and even then we 
were unable to sift out all the errors,and important omissions as you 
have no doubt observed,Conscquently Rev,E.M,Palmer!s news letter was 
nearly а month late, : 

To those well versed in ocult historyand principles and also the 
black arty such was to те expected,as any major threat to the established 
order jumediately becomes а target of the most subtle and potent negative 
forces that can be mustered.From the time the author elected to tackle 
the problem of free energy a drop in mental efficiency was noticed, 
Consequently problems which should have been solved with ease and dis- 
patch were difficult and time consuming ridiculous errors became common 
place, In view of this you must forgive the author and also the typist: 
for the shortcomings of last month's article.This of course,isntt the 
only experience of this nature the author, and also Mr,Palmer has encoun- 


tered, Тһе exolenation given Гог the current Surges observed when a source 


of eieciricity is first connected to a coil wound on an iron core was 

incomplcte,and also included an error, Ёлки CEFECT 

The big reason is thai during this infinitesimal interval of time the 

magnetic intensity snd consequently the rate of charge of magne 

flux induced in the iron became great enough to produce an EMF in the 
+ 


coil of suffivient magnitude to more than offset the inductance in 


coil, Direct current has nothing to do with it it was further statea 
that an iron core does not appreciably change the inductance of а coil, 
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в an extremely sharp rise in the magne 
terval This means that if a sufficient number of turns and 


high frequency is applied to а coil it will continuously 
n 


сова јона similar to that encountered Curing the current 


( 


ДЕ 


The necessity of inducing a near maximum degree of magnetization in the 
central core becomes obvious,As a result, the ваше condition will be pro- 
duced in the series of coils surrounding the central core,(Contrary to 

the phenomenon observed when different coils are wound on the same core, 
the magnetization produced in the cores surrounding the central one tends 
to reinforce the magnetism in the core and vice versa instead of a cancel- 
ation taking place.) 

Therefore,a capacitor placed in the output circuit would be а hind- 
erance since the amount of current which can flow through a given capac- 
itor is limited by frequency and the voltage of the current,Thus we need 
a capacitor only for the input circuit.When the wattage turns per inch 
reaches а value where the induced magnetism increases greatly for a small 
increase in current the induced ЕМЕ in the coil increases more rapidly 
than the impedance or resistance to current incréases, 

We thus have what is eouivalent to a chain reaction,and we are no 
longer concerned with inductance, Under certain conditions it nay be de- 
sireable to start with a very small unit (small core and surrounding cores), 
and then use the output of this generator for the input of a much larger 


generator etc.etc. 

Already it seems that some selfstyled experts have made the positive 
апа ungualified statements that such а device will not work, Unfortunatly 
the world is full of intellects who have the temerity to pass final judg- 
ment on subjects whose deeper analysis requires an insight far beyond 
their comprehension and intellegence,The author has encountered орров- 
ition from such minds іп the past,yet simple tests proved almost a com- 
plete inability to understand the concepts involved in the issues contested 
We find many of these in the world of science,The author must admit that 
he has not been a paragon of tollerance and patience where such people are 
concerned and is not likely to be in the future,especially in view of the 
fact that they are no threat to the status quo and should be operating at 
their full capacity.Consequently he has not endeared himself to the 
Scientific fraternity.A better type of brain is displayed by those who 
have the intellegence to recognize their limitations and thus maintain 
ап open mind,The.author will be glad to answer questions,and give tech- 
nical advice to those who wish to build this machine,and challenges 
these "Authorities" to give sound reasons as to why it won't work. 
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ок 240 cycles vould result in a very high output. It should be kept in nind that 
within certain limits an increase in voltage will also result in an increase in 
amperage. This is because the increase in magnetization of the iron will offset 
the impedance of the circuit as a result of an increase in frequency. 

A transformer can be used to bring the output voltage to a desirable level and 
then the resulting current can ђе transformed back te a DC current. This will work 
‘in nearly all electrical appliances, | 

А modification and even an improvenent of this device can be obtained by the 
folloving addition: The input current can be introduced in a series of coils sur- 
rounding the coil just described. Each coil consists of a heavy gauge wire wound 
9n a small diameter iron core one layer deep. Each coil is wound іп identically the 
same manner and all are connected in a series which surround the large centrai coil 
and are in direct contact with it. The high frequency AC introduced in this seríes 
of coils creates a rapidly changing and magnetic field around it due to the magnet- 
ization of the iron cores. This in turn induces a high initial ЕМЕ in the central 
coil. This EMF can he much higher than that produced directly by a battery. This 
will result in a much higher output from the contral coil. 

It should aiso be kept in mind that the output of such a device will not be 
directly proportional to its size or weight. The output will increase rapidly with 
an increase in size. Гог example, a 40 lb. unit vill produce far more than twice 
аз much as a 20 lb. unit. A unit about 14 or 15 inches long and about 12 inches 
in diameter using a 120 and 180 cycle AC input should generate more wattage than 
can be used Бу a large household. The most important factor to ђе considered in 


the building of an efficient generator is the use of the very heavy gauge wire. 


Joseph Н. Cater 
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The most reliable advancements in the 5 | 
fuelless power production arena have been cattle 
made with the Hubbard Concept. WA 


Recently, a solid-state system was tested 
and the yield was 150% efficiency. With 

| design refinement and fine tuning this 
efficiency factor could easily increase 
to 350% and more. 


ау | 


Much experimentation and development 

will yet be required before a production 
prototype can be produced. WASS will apply 
all its resources to this project for 

the expedient realization of free 
uncontrolled energy. 


COLLEGE оғ Unweesar А, усу. 
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Hubbard ran wires North, South, East, and West, 1200 
feet in each direction from his coil generator in the 
center, These wires Passed over 18 of the earths square 
poles in each dircction and ended connected to a steel 
tube, with some mercury in it, За ihe center of the 199 
pole in each direction. The alternate polarity, from 
each pole crossed, perpendicular to the wire created 
a wave pattern from one end of the wire to the center 
coil-assembly creating a pulse of electrical energy, 


-This fixed generator transmitted а resonant energy to 


the generator in the boat. 


Can you picture these "no maintenance", "no cost" 
devices, set up around cities, supplying power to the 
present circuits, with no radiation from reactors, no 
smoke from steam-plent generators, and no danser from 
dams that break, and change tho ecology around rivers. 
This is the power principle hidden by "authority" since 
1919 that has made the cost of electricity what it is 
now, from expensive maintenance-hungry sources, 


We hope we can set up а separate research on this 
Principle when we finish the "Integratron", 
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In 1952, in a paper entitled, "The World of The 
Secret Forces", a group of Austrian scientists dis- 
closed the segmented energy pattern of the surface of 
the Eartb. Their research was carricd on at the 485? 
North Latitude. , 


The segmented checkerboard pattern of positive and 
negative squares on the surface of the Earth, at the 
magnetic equator, was са. 52 meters on each side and 
becomes zero at both magnetic poles. At the 486° North 
Latitude the squares wore 15.9 meters. They also dis- 
covered that the Cheops pyramid, in Egypt, is about 
30° North Latitude and the diagonal of the pyramid 
magnetic field was ca. 50 meters. 


It is amazing that they discovered each of the 
squares had positive and negative poles in their cen- 
ters, and that these poles conform to "Hubbards Energy 
Generator" in 1919, Cators Energy Generator in 1971, * 
and the Chinese "Cosmic Flower" the source of all energy. 


The poles in these checkerboard squares are 2.45 
meters diameter in the center pole and the eight 
surrounding poles are 60 cm. diameter at 485? North 
Latitude. Же are convinced that Hubbard topped the 
encrgy from these earth surface poles in Seattle, 
Washington in 1919. 


Alfred м. Hubbard, was front page news on December 
17, 1919, in the Seattle "Post Intelligencer" newspeper. 
Hubbard was only 19 years old when he powered an 18 
foot boat around Portage Bay with a 55 horsepower 
electric motor hocked to his energy generator which was 
only 11 inches in diameter and 14 inches long. There 
were no batteries in the boat and the boat ran for hours 
beyond the life of batteries. 


Hubbard's generator was a central coil wound on a 
tube, with eight coils around it, wound on iron cores. 
Here is real power without smog, or fumes and at no 
cost to operate. This explains why the "authorities" 
stepped in and stopped the experiments as in other cases 
through the years. + : 


A Finnish citizen, who worked with Hubbard, gave 
some additional data to Art Aho and we have the original 
tubes that were part of Hubbard's equipment. 


Date: 061183 
From: Byron Peck RAIN си. GCOUP, SEATTLE 
To: Appropriate Parties 
Subject: Hubbard Concept Technical Update 

Pictured below is a full-scale coil assembly of the Hubbard Concept. This portion is 
believed to be perfected, the next portion is the modification of the AC motor which we 
should have the plans for within a week. 


Should you desire a Coil Assembly as pictured below we can provide it to you for 
$1150.00 pius shipping, delivery time 4-6 месе. 


Attached is an article on the work of Stoneburg. The key element here is the Transformer. 
This is the key component in all these types of dynamic power systems, and the Hubbard Го115 
represent an efficient and superior type of transformer, with eight simultaneous contacts 
of the secondary coils with the single, central primary coil, as you already know. 

The other systems, such as the Jamison Energizer, John Gulley's motor/generators, 
and Dr. Kenyons systems all have transformer action within their internal windings. It | 
is now our opinion that the transformer component acts as а Scalar Wave to Hertzian Wave | 
transducer, accounting for the decided energy step-up factor in these systems. 

Incidentally, do you see the close similarity between this Stoneburg system and the 
Jamison system? Both have four operating components, with the alternator used in place 
of the Jamison Energizer unit, but it still works the same way! The Hubbard System, as 
a 110 VAC system would not normally have the battery and would be a three unit system, 
although it could also be battery operated for vehicular applications. 

It appears that the general specs are all wrapped up now, in view of this Stoneburg 
data. There is no doubt on the multiple component system, and it's just a matter of 
making some careful calculations to match up the three components for a resonant frequency/ 
balanced system. 
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PRACTICAL "FREE ENERGY" DEVICES WHICH COULD 


REVOLUTIONIZE OUR WAY OF LIVING 


А free energy device can be defined as a machine that extracts or puts 
out more energy from ite surroundings than it draws or is put into it to 
obtain this energy. The world of academic science has always considered 
this to be an impossibility since it supposedly violates the lew of con- 
servation of energy. Despite continual and undeniable proof to the con- 
trary, the vast majority of orthodox scientists still refuse to recognize 
such realities. In view of the type of minds possessed by these men as has 


been revealed throughout this treatise, it would be completely out of charac- 
+ ( 


‚ ter for them to behave in any other паппег, 


Many such discoveries have been made in this century. They have passed 
every test designed to prove them fraudulent, In each instsnoe, the invention 
was suppressed amd lost to the world by the underhanded tactics of vested in- 
terests governed by unscrupulous degenerates whose only interests are the &c- 
quiring of money and power. Their success in preventing the wide-spread use 
of these devices was facilitated by afflictions, all but a few, of the inven- 
tors seemed to have in common. These included acute oases of laryngitis and 
writers cramp, at least where the details of their inventions were concerned. 

In the pages to follow, three devices of this nature will be described 
and analysed in detail, Two of them are self-sustaining electric generators 
and one is а magnetic /7272/ оға device thet is powered only by permanent 


magnets. One of these, a self-sustaining eleotrio generator ів a design of 


| this author, 7 Wi ir o отарына cd 


With the exception of magnetico motors, all of these various devioes, in- 


eluding Teslas!s famous wireless transmission of eleotrical energy аге based 


on а principle and а Гао that Наз been discussed repeatedly in this treatise, 


n 
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Tt is that all known space is permested with soft electrons which, in turn, 
harbor enormous quantities of hard electrons. Essentially, all of such in- 
ventions consists of various methods of exciting these soft electrons to 

the extent of them coughing up the hard electrons they contain. Less energy 

БЕС required to disintegrate a soft electron than the energy that is relessed 
inthe flow of hard electrons tht results from the disintegration. This is 
not a violation of the energy conservation lew eince the total kinetic energy 


of the ethers involved remins constant. 


The Self-Sustaining Electric Generator 


With one possible exception to be discussed later, perhaps the — ргас- 
‘tical and useful free energy device is the self sustaining electric. . generator, Мапу 
have probably been developed by different individuals at different times, The 
most famous and speotacular of these was demonstrated publicly at Seattle, 
Washington in 1919 ty the inventor named Hubbard. His invention was featured 
in Seattle newspapers at the time. One of Hubbard's generators s supposedly 
14 inches long and 10 inches in diameter and powered а 40-horsepower electric 
motor which pushed a boat continuously for several hours around the Бау, This 
demonstration was witnessed by thousands, An associate of the author was one of 
those who claimed to have seen it, He stated that the most interesting part 
of the spectacle was the tendency for the boat to levitate The reason isn't 
difficult to discern. The generation of the electricity created sucha high 
negative charge in the vicinity that the boat was нерви with an inordinate 
quantity of soft eleotrons. Hubbard soon afterwards abandoned his experiments 
and became silent in regard to the invention, It is not difficult to surmise 


: what happened, 


20 
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During the time of his demonstrations | Hubbard made а sketch of one of 
his smaller generators used for ordinary ө1есігісе1 appliances, It was approx- 
imately six inches long and about 5 inches in diameter. It consisted of eight 
coils in series wound on iron cores which, in turn, surrounded а slightly larger 
eentral ooi]. The central coil was wound опа hollow tube which contained many 
впв 11 rods. They were, undoubtedly, comprised of soft iron, Four terminals 
extended from the unit, Two of them represented the outer 60115 while the other 
two came from the central coil. 

It is highly significant tint both wires used іп the generator appeared 
to be of heavy gauge wire like those used in telephone or power lines with the 
same kind of insulation. Each core had only one layer of this wire, This means 


tmt only a moderate number of turns wete used in the entire generator or а tot- 


-al of about 250-500 turns on the outer coils and about 85 turns on the central 


9011. 


It is known that tne generator produced ` obrrent of ап un- 


disclosed frequency and bad no movin rts. The basic principle on whic 
q У ; g pa Ths PY P 7 1 pe) 


the generator operated 38 apparent, A small initial À жав introduced in either 


‚ ths central or outer coils. The fluctusting magnetic field surrounding the 


primry sait or coils resulting from the primary ourrent introduced an EMF in 
‘the secondary coil or coils. There is another important factor to consider 
when а fluotusting ourrent passes through a coil wound on an iron core, 
| ‚ А smell ourrent passed through such a 0011 with a moderate number of 

turns рог unit length will magnetize this core to & surprizing degree, This 
principle 15 utilired to grest advantage in electromagnets. What apparently 
hasn't been realized is that during the brief interval in which the current 
builds up after 4% 4s turned оп, an induced EMF is produced in the 6011 by the 


ehanging magnetic flux which ів in the same direction as the ourrent. This 
ХА 
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3/2 пенса 
Figure / 7 


"THE CURVE OF MAGNETIZATION ОҒ AN IRON СОВЕ VERSUS 
AMPERE TURNS PER UNIT LENCTH 


Magnetization 
of the 
Iron Core 


Nene. o Critical section of the 


curve where a slight in- 
crease in current pro- 
duces a lerge increase 
in the magnetization 


Ampere Turns per Unit Length 


induced ЕМЕ 45 the result of the magnetic field produced by the magnetization 
of the iron core, _ If this induced EMF were in the opposite direction of the 

current, а sizeable current could never be produced in the coil, The EMF ор- 

: posing the ourrent would automatically stop it before it could Зпогеаве. 


Figure 77 shows а graph of magnetization of the iron core plotted 


against ampere turns per unit length. The term “ampere turns" is the number of 
Ж turns of the coil per unit length times the number of &mperes of ourrent flow 
ing through the coil, For example, а ourrent of one ampere 

amperes flowing through а coil of the same length which has only 50. turns. , 


There is a section on the curve where a slight increase in ampere turns pans 
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The cause of this phenomenon * should be analyzed. ТЕ seems paradoxical 

that a modest number of ampere turns can produce extensive and significant magnet i 

zation of the iron core, `` Yet the observable magnetic field produced by the 
current without the magnetic core is miniscule, А similar magnetic field of a 
permanent magnet would be unable to induce a noticeable magnetization of the fron. 
This is something conventions! sciencem has found convenient to ignore, The 
solution to the dilemna becomes apparent in view of concepts already introduced, 
The normal flow of current in a wire os eccompenied by an extensive flow of soft 
electrons in the same direction. This flow also permeates the iron core. As this 
flow of soft electrons passes through the fron, many of them tend to disintegrate, 
which tends to create а hard electron flon in the iron. This induces magnetization 
in the iron a^ ``. considerable distance | fron the coil. The magnetic field 
Produced by а permanent magnet does nct produce а flow of soft electrons to the 
extent of that produced by an electric current flowing in а conductor. When the 
ampere turns exceed a си са! value , the soft electron flow іп the oron reaches 
en intensity thet results in а sudden and inordinate degree of disintegration of 
soft electrons, The great fncrese іп the harder electron flow in the fron creates 
а sudden increase іп the maanettzation of the iron, 


will produce a tremendous increase in the magnetization of the iron соге 


?/2 
Се? ТЕ an alternating current is passed through an electromagnet and the S ET 


ampere turns exceed this critical point, a chain reaction will take place 
in the coil which vill result in a tremendous increase of current in the 
coil. This principle is responsible for transformers which Occasionally 
burn out during current surges. The sudden increase in current is 
sufficient in some cases to put the ampere turn value over into this 
critical range. Strangely, such effects have baffled electrical engineers. 
The chain reaction results rd an increase in the magnetization of the 
iron, which produces an increase in the current, which in turn produces 
an additional large increase in magnetization, and во on. This ends when 
the iron reaches a maximum degree of magnetization. 

The above process occurs during the first half of the cycle. The 
EMF is in the opposite direction of the current after ít reaches its maximum 
and the second part of the cycle begins. This EMF, which is of the same | 
magnitude as that which brought the current to its maximum during the first 
Part of the cycle, now acts as a brake and stops the current. Тһе applied 
alternating EMF then starts the current in the opposite direction and 
identically the same process described above occurs with this current іп 
the nev direction. 

The normal operation ‘of transformers involves ampere turns well below 


this critical point. . The additional EMF induced in the coils by the magneti- 


} C “--4.. af «ҺА dean АРА thn matsen? Roa 4—22322l12 к ато 2-2,4 с 
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- about 70 volts for an individual, other than a sensitive 


344 


This is why transformers have such a high degree of efficiency. ТЕ any 
material other than soft ironiWé/Zused for the core, the efficiency would 


drop significantly for this reason. 


The author tested this principle of current er voltage inorease during a 
eyole. А pulsed DC current from а battery souroe could be passed through an 
electromagnet. The voltage from the battery source should be considerably in- 


creased after passing through the coil. This is equivalent to stepping up the 


voltage of the battery when the portion of the circuit coming from the 
coil is used in conjunction with the — pole of the battery. Тһе 
author tested this theory by. placing about 2000 turns on a steel bolt 
— inch in diameter and joining the ends of the wire to the opposite 
poles of a six volt battery. А severe shock was felt when the circuit at 
the negative pole of the battery was opened and closed. ТЕ requires 

jte get anything 
resembling a shock from an electric current under normal conditions. This 
meant that during the interval the ‘circuit was opened or славей» the 


voltage increased from six volts to at least 70 volts and possibly well 


beyond 100 volts! 


ғ-- 


The author and ап associate then tried the experiment with a pulsed 
current operated by an electric motor to pulse the current from a 12 volt 
battery. This produced several hundred pulses per second in the manner 
of the distribu on acar. The voltage increase from the single coil 
was sufficient to produce severe shocks ЖЕ опе touched the wire and the 
minus pole of the battery. Paradoricali, the voltage and EFA increase 


would not register on a voltmeter or ammeter. The reason is clear. Тһе 


722-224 
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current pulse was in the form of a square wave. Тһе opening and Closing 
of the circuit was instantaneous. The current during these infinitesimal 
intervals of time was increased tremendously in both voltage and amperage. 
However, the current produced consisted only of large bunches of electrons 
of high voltage, separated by relatively great time intervals with no 
current flow, except for residual завие which would register only 
a small current on the instruments. This means that the total amount of 
current during any significant interval of time was small. Ав а сопзе- 
quence, the instruments could not record these sudden increases. They 
didn't в ешеуек the рес ез did vibrate shewing TREE Sudden 
„пе? ет. i 7 
Р It is now clear that a,puised DC current cannot be used in such 
а device. The experiments mentioned above only demonstrated the validity 
of the principle. This means that a pulsed current in the form of a 


sine wave must be employed. Since the induced EMF in a coil is directly 


proportional to the rate of change of magnetic flux, the higher the 


frequency of this pulsed current, the better. А sine wave pattern meens that 


Figure /@ about here 


the changes will not be so abrupt ав was the саве with the square wave, There- 
fore, the rate of change of flux which the coil is exposed to will be much less 
for the веце number of turns than with а square wave, 

Jt is highly significant that only small gauge wire was employed іп tbe 
above experiments. At the time it was the only kind of wire the author had at 
hie disposal. When the diameter of the wire exceeds a oertain critical value, 
there ік а sudden and tremendous increase in the flow of hard electrons Рога 


+ 


given applied ЕМГ. There are several factors involved. ВОР+ electrons tend 
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Figure /2 


THE SELF-SUSTAINING ELECTRICAL GENERATOR 


The direction of electron flow is 
indicated by arrows in the circuit. 


DC 
source 


А pulsating device for 
transforming DC into a 
high frequency pulsed 
DC with a sine wave 
` configuration 


zc 


À load may be connected across 


the terminals. 


Some of the 


34/8 


current can be used to recharge 
the battery after reducing its 


voltage. 


Voltage and amperage have been 


increased at this point. 


Pulsed DC is passed through a 
coil wound on a soft iron core. 
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to congregate around a conductor, This has been proven by the Reich cloudbuster 
effeot, Also, soft electrons which permeate all occupied space permeate the con- 
ductor in high concentrations. The number is proportional to the cross section- 
al area of the wire, When an EMF is applied to the wire, a hard eleotron flow 
begins along the outside of the wire, The eleotrical resistance of the — ік 
inversely proportional to its diameter, As the wire increases in size, the 
current flow inoreases and а greater magnetization of the iron core is the re- 
sult. This means an increase in ЕМЕ with a subsequent increase in hard elec- 
tron velocity and interactions. The hard eleotron activity in the wire produces 
disintegration of soft electrons in the wire and also along the outer surface, 
The hard electrons released inoreases the electron flow or amperage. The short- 
аре or void of soft electrons in the region results in а flow of soft electrons 
to the wire ав іп the cloudbuster effect. 

All of the above factors contributing to sn increase in voltage and ал- 
perage means that the current inorease with the diameter of the wire will not 
be linear but will tend to increase geometry beyond а certsin point, There- 
fore, anyone who tries to duplicate Hubbard's generator should use ав heavy а 
gauge wire as possible, This is by far the most important thing to consider, 


The only mystery remaining is: How did Hubbard obtain his primary alternating 


current? The means of generating it was built into the unit, This was арраг- 
ent since the ‘device oould be carried to any site and hooked up to any ар- 
р13апое such as the electric motor, А photograph of the smaller unit showed 
в smal) box-like structure below the point at which the appliances would be 
attached, This, undoubtedly, contained the source of the primary current, It 
v а smal] battery supplying а DC current whioh was е ЖМ 4 
into дана ЕЙ Та Са event, all that is required is а small initial А ourrent q 


2. will be greatly amplified as it passes through the coils. The 5 айл. 
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Іп all probability the central coll was the secondary A 


г. stronger magnetio field canbe produced along the periphery of the hollow 


tube if 1% contained а myriad of individual soft iron rods than would oo- 


our if the ooil were wound on а solid iron соге, It requires а large number 


‘of ampere turns to completely magnetize a large core. It will be magnetized 


uniformly. In the case of individual rods, this is not necessary. The outer 
layers can be magnetized before the inner portions, It is logical to assume 
that the hollow tube was also of soft iron. 

During Hubbard's demonstrations he claimed that his invention took the 
energy out of the air, Many years later, he contradicted himself and claimed 
that radium was the аа ЧА current yrodnsen. This was an insult to the 
intelligence of the more discerning members of the population. Не was an еп- 
ployee of the Radium Conpany of America at the tine of his later disolosures. 
Evidentally, his later olaims had a tendency to discourage experimentation 
with generators of the configuration shown in his sketch. 

Thomas Henry Moray of Salt Lake City developed а self-sustaining elec- 
trical generator which could produce a kilowatt of electricity for every pound 
of weight. This was about the same output as the Hubbard device. (84,85,86) 
Apperently, he did not use the principle of changing magnetio flux to generate 
his eurrent, Nearly one million dolh rs were spent in developing the device. А 
government agent aocidentally, or perhaps on purpose, destroyed his devioe one 
day when he cam into Moray's shop to examine it. Before Moray could stop hin, 
he did things entirely contrary to the safety А. laid down by Могау for its 


safe operation. Laok of funds prevented him from ever rebuilding it, This was 


‘the story Moray told а former classmate of the author. As with all the others, 


$t seems that the complete secret of Moray's device died with him, 


2% . 


ҳи 9 

The Могау free energy device was quite complex and operated through 
ultrahigh frequency charging and discharging of condensers in resonance 
with transformers. The key to the successful operation of the device 
vas dhe use of special.tubes he called ionic, cold cathode tubes. Inter- 
estingly, the wires carrying the high amperages never heated up. Ordi- 
narily, wire of the size used in his device would have burned up if 
conventional currents of the magnitude flowing in his generator had been 
used. This means that induced currents consisting of conglomerates of 
soft and hard electrons were developed by his invention. The soft electrons 
flowing through the circuit gave up the hard electrons they contained 


when they entered an appliance such as a lamp or a heater. The major 


| 4 
‘drawbacks to Moray's generator were its complexity and its delicate balance 


which made it susceptible to damage if not handled properly. Because of this, 
it was definitely inferior to Hubbard's generator, 

Moray had a remarkable intellect. He developed sound detection . 
devices and radio receivers which were vastly superior to any in operation 
today and completely static free. All parts of his devices remained cool 
during their operation. He was also able to transmute elements. Не had 
no peers in the field of metallurgy. He produced metals with abnormal 
melting points. One of his alloys had a melting point of 12,000 degrees 
Farenheit! Unfortunately, it seems that none of his discoveries are being 


utilized today. 


Wilhelm Reich also developed a free energy device. не was supposedly able 
to draw enough eleotrioity from concentrations of orgone energy to operate & 
25 volt electric motor. Тп his book, The Cosmic Pulse of Life, on page $25, 
Trevor James Constable specifies some of the parameters involved in this dis- 


covery. (25) Even Reioh kept the details of his methods to himself and one 


+ 
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of iron dust or filings oan be obviated with the use of a flat wire with an 


yet 


"ether assistant for reasons as yet undisclosed. The assistant disappeared, 


and sadly as has always been the ease, Reich's secret died with hin. Reioh 
utilized the concept thet сгсоде energy houses vast quantities of herd eleo- 
trons. A high concentration of Orgone could be maintained in an accumuletor 
The orgone could then be made to disintegrate periodically in а manner similar 
to that of а lightning bolt, This was the source of the hard electrons. This 
ability of orgone to release hard eleotrons must have led Reich to the erron- 
eous conclusion that orgone is the source of 811 matter, 

A design for a self sustaining electric generator will now be presented 
which could be the most efficient of any yet developed. At the same time its 
simplicity is incredible. It involves the principle already described and ex- 
perimentally proven with в pulsed DC current passing through & coil wound on 
ап iron core, One layer of a very heavy gauge wire is wound оп a small and ге!- 
atively long iron core, This layer is then covered with Ско thicknesses of 
soft iron sheets over which the same wire is wound again with one layer. The 
two iron sheets surrounding the first winding have a layer of non-magnetic 


material sandwiched in between then. ТГ only one iron sheet were employed, 


cancellation of magnetic effect in the sheet of iron would occur. The windings | 


on one side of the sheet tend to magnetize the irón in а direction opposite to 
the direction of magnetization the winding on the opposite side of the sheet 
would tend to produce. Тһе utilization of two separate sheets with a given 
— ння tends to offset this effect. 

The process continues until папу layers of ooil interspersed with sand- 


Wiched sheets of soft iron. Тһе віх spaces between the various portions of 


‘the coil can be filled with iron filings or dust, Ава result, every part of 


the wire is in intimate contact with soft iron, Consequently, the wire is 


exposed to a more intense magnetio field as the iron is magnetized. Тһе use 


а 


elongated rectangular oross seotion, 


E зо 


ғ верен | a 


А pulsed DC нави іп the form of а sine wave is ther introduced into 
the coil, А battery oan supply the current and а portion of the amplified 


. current is fed back into the battery to maintain its charge. А small DC elec- 


" (trie motor ean be used to mechanically pulse the current in the desired manner, 


Most of the current built up in the coil must by-pass the battery &nd the pul- 


17 sing unit or damage to both oan result, E 


The device сап undoubtable become more efficient by utilizing in part the 
Hubbard principle. The above coi! can Бе surruunded by smaller coils arranged in. 
series and cach wound іп ап identical wire with heavy gage wire, The input 
current is introduced into these coils as with the Hubbard generator, The longer 
central coll remains the output cof! but 15 no longer both the input and output colt. 
The cdvantege of this modified version of the Hubbard device is that а higher initia!E 
ENF end current can be induced in the larger coil, In addition, the regnetizec 
iron cores of the input cofls tends to induce additional magnet ization in fhe iron 
of the central core and місе versa, Since the Induced ЕМ їз direc tiy рез ort Гола [ижат 
fo the frequency it is obviously of advantace to employ 85 high a frequency as possible. 
That is, within certain limits. Iron will not properly respond to frequencies above 
500 устаз This generator should be more efficient then the original Hubbard device 
because if has а superior output coil, It seems that this has been verifed recently. 
The author has been informed that someone іп Calif. has Би? Е such a generator based 


on the design just described. The large coif was В finches diam & |5 Inches ioo. The Гари? c 
coils were about 2-1/2 inches diam, The freq. 2 emperage of tre input ` current was not 
revealed, In àny event the output far exceeded all expectations. ТЕ burned out 

the coftt 


Thir unit can be greatly » improved upon by the use of ultra thin insulated copper or 
aluminum foil instead of conventiona! wire, Such foil 1/2 inch wide wilt have the current 
. свггута capacity of 1/4 inch copper cable, This means far more turns in far less 

space with less resistance. 
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LETTER: Jos, CATER to Cefa, 1982 (Rely ped : original Rand write. ) 


Пеаг... 


Enclosed is the version of Сћар, 21 the publisher has. Perhaps there are a few points ( 
I should mention that fs not in the chaps ter, 


The aluminum foil, of course, would be too fragile to expose = to the outside, The 
initiat turns should be a heavier copper foil which then can be attached to the thin alum- 
inum foil with ordinary tope. Before the Bst layer of turns in any series, copper fol! 
should then be attached to the aluminum 2 the last layer fs of copper. This will apety 

to both the input and outout ^ colls, As a result the output coil will have two 

copper foil terminals sticking out which then can be attached to conventional wires, The 
seme applies to the input coils all connected in series, The aluminum fof! that із sold in 
grocery stores would be ideal. It 15 only about ,001", Insulating compound will not 

Stick fo it as is. Perhaps {ft wili after running it through an acid or alkaline bath. 

ТЕ this doesnt work then enclose fhe Strip in thin insulating paper making sure the 

edges of the adjec ent strips don't touch. Even with the insula ting paper you will 

get far more turns in the same space then you would get with even tight wire with 

far fess resistance and far greater current cerrying capacity. 


The right number of ampere turns аге vitale If the кк cores аге too large for the 

ampere turns it will not work, Atso relative sizes of the cores for the input 4 output coils 
is important, In the Hubbard device the relative sizes were such that 8 innut coils 
fpuching each other and also the central coil just reached around the central coll. 
This should give an idea of the relative sizes. With ту version the overall diameter 

of the ouput coil was much greater because of successive layers of sheet fron which 

is easier to magnetize > than a regular core. The one in Calif. was B" diam. while 
the їпрёї coils were only ebout 2-1/2" арт, The use of the thin foll will give tt 

а better chance of working, If everything is done right it will work beautifully, Some . 
have tried it with no success Бесзизе they epporently didn't know whet they were doing. 
There could be any number of reasons, The cores too ferce en! thus requiring too much 
energy То magnetize, not enough input amperage, the wrong ratios of core sizes, too 

low a frequency, etc, The guy in Calif was orobably іџску since he used conventional c 
wire, But it seems he followed the instrictfons outlined іп the chaper to a T, which 

I do not believe the others 2412............ е}с.... 


Р.5.--- I would suggest about 30 layers of windings for each series assuming the 
insub tion paper is aout 002", Over each series I would place about 1/4" [ever cf non- 
magnetic material. Then about 1/8"-3/16" layer of sheet iron laninated, Let the 
central core be about 1-1/2" consisting of thin walled plastic tube filled with soft ean 
rods. If the output coil ends up 8" diam., ft will contain about 8 sere = of windings. 
Assuming if is а foot long, eech layer of windings will have about 20 windings. This 
“НЕ mean about 600 windings for eech serb s of about г mile of ribbon for the entire | 
output coil. Е | 
Тһе input cofls can have cores about 1.1/4 " to 1-1/2" diame with 30-40 layers | 
of windings. With about а 10 amp fnput at about 500 cycles the thing should be potent | 
with about з dozen input coils. 
The thickness of any series of windings shouldn't exceed about 4/34, The above 


specs may be much bigger tha пеедедх -= as fer as number of series os concerned. 
As ТЕ built up you might periodic ally conect the terminals to a flashlight cell and open 
and close the circüit, The type of flash you get can give you та good idea , elso 


the degree of magnetization of the irm, 


E 
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THE AMPLIFYING TRANSFORMER 


This drawing is mainly reproduced as originally shown by Joseph Cator. 


8 coils connected in series 


9 iron cores 


step-down 
transformer 


step-up 
transformer 


capacitor 
adjusted 
for resonance 


capacitor 
adjusted 
for resonance 


Output power 
3 times 
input power P= Ех! 


ғ Ed 
$ Kad THE AMPLIFYING TRANSFORMER 
з = зе 
The natural magnetic resonance frequency: 2.8 GHz. 

i т Suggested resonance frequencies for the transformer: 

- 
5 ТЕТІН 
я dan 10,681 Hz = 2.8 682/2,7 
ca 21,362 Hz = 2.8 GHz/2 

E. The ideal mechanical length of coils: 5.75“ = 146 mm (or multiple hereof) 
- Ratio of the center coil diameter to the length 1/3 (in the test model) 

ња which equals a diameter of the center coil of 146/3 - 49 mm. 

The idea! ratio of the diameter of the center coil to the B smaller coils 
- = must ре THE GOLDEN SECTION, i.e. the diameter of the small coils must be 
l 30 mm. 
ae ae The following wire diameters have been tested: 0.25, 0.5 and 0.75 mm. 
- = Measurements of For multilayer coils: Measurements: 
| the test model: 
output power = 

-- zd 3 times input 


power. 


iron core 


Fig. 18 From na Њу Borge Fre ает. 3 CHS ел, [Daras ke Vat. of ole end 
е Ut м Sy mpos. ox Мом - Conv ewkiona) Energy Technolog y Tecal ve 

- The construction goes back to Alfred Hubbard, who was front page news on December 17, “Т. 
in 1919 in the Seattle newspaper "Post Intelligencer”. He had constructed a generator Vw, Топи 
consisting of a center coil with 8 smaller coils around wounded on iron cores. Hubbard has Oct 33-24 
probably had 4 antennas running to North, East, South and West approximately 400 tax) 
meters in each direction. It is not known if these antennas were intended for receiving or 
transmitting the energy, as the energy was said to be used in a boat to drive a 35 

` horsepower motor on the sea. : 


The original center сой, or part of it, is now in the possession of "The Cosmic Research 
Center" in Portland, where Joseph Carter, in newsletters given out by the group, describes 
the function of the transformer without having built and tested the device himself. 


This illustration Fig. 18 is made on the basis of Joe Carter's . drawings, and is 
self-explanatory: the center coil is adjusted for resonance by means of the right-hand 
condenser, and the triggering input energy is fed into the circuit in series with the center 
coil and condenser. The 8 smaller coils are connected in series and adjusted for the same 
resonance frequency by means of the left-hand condenser. Р 


The device has been rebuilt in Stockholm by an electronic engineer at the Institute of 
Ecological Technique, and he found that the device delivered an output energy of 3 watts 
when triggered with an input energy of 1 watt. Joseph Carter only mentions that the device 
has to be considered as a free energy converter. 


Fig. 19 


In Fig. 19 | show some data оп the transformer built: The used frequency should be 5,340 ща 

Hz, but the double frequency will also work. The ideal mechanical length is 5 3/4" which peo Via 
corresponds to the magnetic resonance. The ratio between the diameters will automatically af extra 

be the Golden Section. The test coils were wounded with some БО turns of О.Б mm isolated 
copper wire in a single layer. As the phase shift is 90 degrees in a transformer, | would 
suggest to connect four transformers in series in order to get a self sustained system. in dec 
this way the AC/DC and DC/AC converters are not necessary. The energy can probably be ees 
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Fig. 18 


The construction goes back to Alfred Hubbard, who was front page news on December 17, 
іп 1919 in the Seattle newspaper "Post Intelligencer”. Не had constructed a generator 
.consisting of a center coil with 8 smaller coils around wounded on iron cores. Hubbard has 

<” probably had 4 antennas running to North, East, South and West approximately 400 
meters in each direction АК is not known if these antennas were intended for receiving or 
transmitting the energy, as the energy was said to be used in a boat to drive a 35 
horsepower motor on the sea. 


The original center coil, or part of it, is now in the possession of "The Cosmic Research 
Center" in Portland, where Joseph Carter, in newsletters given out by the group, describes 
the function of the transformer without having built and tested the device himself. 


This illustration Fig. 18 is made оп the basis of Joe Салег5 drawings, and is 
self-explanatory: the center coil is adjusted for resonance by means of the right-hand 
condenser, and the triggering input energy is fed into the circuit in series with the center 
сой and condenser. The 8 smaller coils are connected in series and adjusted for the same 
resonance frequency by means of the left-hand condenser. 
е 
The device has been rebuilt in Stockholm Бу an electronic engineer at the Institute of 
Ecological Technique, and he found that the device delivered an output energy of 3 watts 
Чо when triggered with an input energy of 1 watt. Joseph Ca-ter only mentions that the device 
tas to be considered as a free energy converter. 


Eig, 19 


In Fig. 19 | show some data on the transformer built: The used frequency should be 5,340 
Hz, but the double frequency wiil also work. The ideal mechanical length is 5 3/4" which 
corresponds to the magnetic resonance. The ratio between the diameters will automatically 
be "ће Golden Section. The test coils were wounded with some 50 turns of 0.5 mm isolated 
copper wire in a single layer. As the phase shift is 90 degrees in a transformer, 1 would 
Suggest to connect four transformers in series in order to get a self sustained system. In 
this way the AC/DC and DC/AC converters are not necessary. The energy can probably be 


tapped via an extra coil around one of the center coils. _ — — s 
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Пасе: 060483 
From: Byron Peck Кули ве GROUP , SEATTLE 
То: Appropriate Parties 


Subject: Hubbard Concept, Technical Update 


We now have a new clue to the operation of the Hubbard Generator based on scalar wave 
action in dynamic electrical systems. 

At the Atlanta Energy Seminar (Feb. 586, 1983) there were video tapes of the Jamison 
Energizer System and a presentation was made by Tom Herrold who represented Mr. Jamison 
at the seminar. Tom stated, that scalar waves enter the system at its normal speed range 
of 3000 to 4000 rpm. Assuming that АС or pulsed DC will activate the Hubbard primarv it 
will then be in the range of 50 Hz to 67 Hz which has not yet been tried. We also now 
suspect that the oscillation must occur within a very narrow band (probably around 53.4 
Hz) - (a dirivation of the Swedish init Hz values of 5.34 KHz) and that approximately 
.5 Hz either side of this discrete value will not work, since the Hubbard is a non 
rotating power system, unlike the Jamison system. 

There is a lot of supposition in this, but it is based on known operating systems, 
and is an oscillation range (except for 60 Hz) not tried before. Another interesting point, 
in the newspaper article on the Hubbard unit, of 1920, it was stated, "the coils were 
lifeless until given an initial impulse. This is done Ьу connecting the ends of the 
windings for a fraction of a second to an ordinary house lighting circuit" (assumed to 
be 110-120 volts AC, 60 cycles). 

Data previously disbursed on the Mallory vibrator & circuitry is helpful, but the 
exact oscillator frequency of the input is now believed to be the paramount factor to 
successful operation of the Hubbard Generator. 


Information just received from Dr. Fichard L. Clark of San Diego, advises that there 
is a magnetic frequency, wave length 5-3/4" (14.605 cm) frea- 2,054,091,060 Pertz at the 
top end of the ПЕЕ band, that could be critical to "free-energy system development. Тһе 
reference for this information is J. Gallimore's work, "Transverse Paranhvsics." 

His quote, "This is better than the Hubbard/Cater Generator." (R. Clark) 

This data has not been verified or tested as of yet by WASS associated researchers. 


One researcher feels that the driven motor (as showu in the PI newspaper article, 
of 1920) was reworked with eight field coils which were directly connected to the eight 
Hubbard coils (secondaries), with a common ground connection from the base of the coils, 
Hubbard to motor coils. The point that bothers us about this arrangement is that there 
is no provision for excitation (pulsded DC input to the H. primary windings. 

We have been evaluating this approach, and in a careful reexamination of the newspaper 
accounts and other articles and have found certain bits of data that point to the multi- 
component probability. Item: "Тһе electric motor had to be specifically reconstructed 
for use in conjunction with the coils." Item: "The coils were lifeless until given ап 
initial impulse. This was done by connecting its windings (?) for a fraction of a second 
to an ordinary house lighting circuit." This points out an importance in the AC motor. 

If the Hubbard motor was a large AC motor with a small DC generator directly coupled to 
it, than, Q.E..D, the motor's brief start-up would produce the input DC pulse for the 
Hubbard primary coils. The small DC unit might also have been an amplidyne (DC dynamo) 
which tend to amplify the output. 

So then we have three operating Hubbard components as follows: 1) Nine coil assembly, 
2) matching AC motor, and 3) the small DC pulse generator or amplidyne unit, all mounted 
in-line as shown in the newspaper photo. (The small generator may have been covered by 
an end cover over the AC motor.) It all seems to fit together now, and even if this is not 
the way Hubbard actually did it, it should work anyway, as described! м 


In addition to the clues on the multi-component Н/С system, another strong clue came by 
way of Tom Herold's tape/talk on the Jamison Energizer System. He stated that scalar waves 
enter the energizer unit at its normal speed range of between 3000 to 4000 rpm. The Jamison 
Energizer System shows that scalar waves are active in dynamic, rotating machings 
(electrical), and therefore that ties the Hubbards coils to its driven motor, as a one- 
half dynamic system. In the case of the Hubbard System, the scalar waves enter the driven 
motor directly, and possibly also into the H/coils. 

Another useful point in considering the Jamison operating speed at between 3000-4000 
rpm, which indicates an input oscillation rate of between 50 Hz and 67 Hz to excite the 
H/primary. It is becoming obvious that the rediscovered Hubbard System is superior to 
the J.E.S., due to fewer rotating parts and no controller unit, with corresponding wear 
and replacement. 

When the premise of scalar wave action within the Hubbard power system is generally 
accepted, than several factors begin to fall into place. Firstly, the need for a very 
tight oscillation rate may not be required, as previously thought, although this must 
be proven by the prototype work. 

Although operating a large AC motor with pulsed/half-wave DC will result in a power 
factor loss of over 50%, the high rate of scalar wave conversion into Hertzían waves 
within the system will more than compensate for the above loss. The absence of any visible, 
Separate input oscillator unit in the newspaper photos tends to support the credibility 
of the above three-component arrangement. 

Joseph Cater's statement that the small unit "showed a small, box-like structure 
which undoubtably contained the source of the primary current, is not really supportable, 
hard evidence, in my view," bot. pg. 245, "Awesome Force." 


Date: 8-10-83 

From: Byron Peck Ramee Grove, SEATTLE 

To: Hubbard Concept Project Participants 

Subject: Updated Technoloay 

Recently an affiliate of ours developed a solid-state Hubbard Concept system 
with an impressive output considering its crude construction. 

The inventor of this circuit has provided me with a set of circuit diagrams 
and explanatory notes for use by project participants. You will find these 
Papers attached. 

If you intend to pursue this circuit and wish to obtain the Tripp Lite 
inverter, we can provide it to you for $180.00 postpaid. Order from 

Rainier Group, 2318 2nd Ave #12, Seattle, WA 98121, 

In the near future we hope to have the coil assembly commensurate with 


the specs contained herein available for purchase also. We have modified 
a wood lathe to serve as a coil winder for this purpose. қ 
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WASS SYNERGETIC CONVERTER: TRANSFORMER 


aka Hubbard Concept quads wd 


by Byron Peck & Jerry Redfern Бес `% 


It all started back in 1919, here in Seattle when young Alfred Hubbard publicly 
demonstrated his coil system which was used to power a boat in Portage Bay and was 
documented by the Seattle Post Intelligencer. 

The Hubbard Coil never went past the prototype stage mainly because big business 
who wanted to buy it would not give him a fair share of the company that was to commercially 
produce it. When Hubbard realized that he would never get a fair deal, he simply halted 
the project. ' 

Не began research and development into Hubbard's concepts іп 1981. The most адиапселеп 5 
have been made over the past six months with several working models now in operation 
across the country. Even though these models produce less than one kilowatt, they do 
demonstrate the concept and prove it is REAL. 


Here is Jerry's explanation of our device: 


The Hubbard Coil energy unit, or amplifying transformer, is a device which can convert 
the synergetic potential of space into usable power. It is now recognized by many of the 
more advanced scientists today that what is commonly referred to as empty space is really 
not empty at all. 

Іп an article in а Мау, 1980 issue of Nature magazine, entitled Measurement of Static 
Electromagnetic Angular Momentum in Vacuo, an experiment is described which demonstrates 
that space itself has angular momentum, which proves that it has some kind of energy 
structure. 

The only fruitful results being obtained in the search for a workable unified field 
theory are those by scientists who use the concept of a primordial formative field from 
which all other fields, forces, and matter itself arise. 

It has been proven by researchers at the Argonne National Laboratories that sub-atomic 
particles are "self organizing geometric geometric structures comparable to a plasma 
vortes". This overturns the wave-particle duality of Quantum mechanics in favor of a 
simpler wave-unity concept. Under this theory, the entire universe, including empty 
Space consists of waves, and nothing but waves. These waves are of a very low amplitude, 
making them very hard to detect. 

Ме are probably dealing with a full spectrum of frequencies, with the main frequency 
being fantastically high. When a full spectrum of frequencies are present, the longer 
waves will superimpose through the shorter ones, amplifying at certain frequencies and 
cancelling at others, resulting in window frequncies separated by octave intervals. 

Although the amplitude of these waves is very low, the frequency is very high, on the 
average. It is known that, for a given amplitude, the higher the frequency of a wave, 
the more energy it contains. Therefore, the energy content of space must be immeasurably 
huge. It has been estimated that the energy contained in one square inch could solve 
mankinds energy problems until the sun burns out. 


S| 


Most people who believe in some sort of Ether theory use a hydrodynamic anology. ; They 
treat the ether as if it were some sort of fluid. The new theory of space structure 
Supports this view in a fashion. Frequency in a volume of space is analagous to density, 
because higher frequencies can exert pressure against lower ones, similar to a density 
differential. This neatly resolves the paradox of the Ether being considered as an 
incommpressable fluid which can nevertheless contain pressure differentials. like a fluid, 
this space structure should be able to propagate streams and eddies. It most definately 
is the medium for the Propagation of both transverse, or electromagnetic waves, and 
longitudinal, or gravitational waves. 


With the use of a properly designed device which has a fast enough switching time, 
it is possible to take advantage of the fluctuations of this energy, and thereby obtain 
usable electrical or mechanical power. 

Üne way of doing this is to use a square wave pattern in conjunction with batteries 
and a specially designed transformer. Alternate pulses are fed from the battery into the 
transformer through a square wave inverter. The other pulses are used to creste a potential 
difference across the terminals of the battery, but with no actual current flow. If the 
switching time is fast enough, this system will capture and convert the fluctuations of 
this space energy, which is trying to maintain the equalibrium of the system. The higher 
frequencies spill down into the lower ones, which are then converted by the circuit. 

This is the basic idea behind the WASS Synergetic Converter/Transformer, aka Hubbard 
Concept. A battery actually has a very large capacitance, and it is known that a capacitor 
can interact with the gravitational Field, as in the work of Т.Т. Brown. 


It is interesting to note that these concepts can be witnessed in the work of Larry 
Jamison, Edwin Gray and Howard Johnson, to name a few. What we have now is a system that 
is more refined and simple than any other previously constructed. 


Dur next step will be to demonstrate our model only to those seriously interested in 
manufacturing and marketing and who are willing and able to underwrite development of 
large commercial models. We are prepared to work under contract for those wishing to 
carry out such development or we will carry out development under contract or in partnership. 
We will consider any serious proposal concerning this matter which will benefit all 
parties. 

Dur primary objective is to develop this concept and our model into a commercially 
applicable system which can be used to meet the nation's energy requirements. 


Contact: Byron Peck or Jerry Redfern 
7708 Greenwood Avenue North 
Seattle, Washington 98103 


(206) 782-6645 or 782-4738 


$2. 
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Hubbard Device 


eading contenders for a free 
Nuke а ts the Hubbard transformer/ 
generator which has been built in стент с 
water, Florida,by D.A. Kelly. Similar un 
n made in Ca 
b ez problems remain. A unit in зи 
at the Scandanavian Research Organiza M 
is ва14 to be operating successfully ani ds 
is hoped some help for the U.S. pei Fi 
be forthcoming from the laboratory o А € 
B.F-Jensen. The expectation is that the ~ 
vice will increase power obtained ше о 
ten fold. Free energy buffs met early zm 
September in Atlanta, Georgia, and w 4 
have many developments to report in the ni 
issue of Energy News Digest. 
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Design for a self-sustaining electric ger- - 
erator was given ín an article a few years 
ago. ТЕ was a modification of the famous 
Hubbard device, similar in outward appear- 
апсе except for the central output coil 
which was drastically altered. Although 
many failed in spite of detailed instruct- 
ions, one was successful and obtaine 
sensational results. : 

The secret of Hubbard's success has.always 
been something of a mystery. A diagram shows 
8 very ordinary coils wound on iron (2) 
cores Connected in series surrounding another 
ordinary coil wound on a tube filled with 
rods (probably iron). Consequently, there 
were four terminals leading out of the de- 
vice. There was only one layer of wire on 
each coil. The unit was entirely portable 
and no room for sophisticated input devíces. 


. The answer suddenly occurred to the writer 


when he was asked to explain tlie behavior 


, of the caduceus coil. The only kind of wire 


available in Hubbard's day was that with very 
thick insulation. As a result adjacent seg- 
ments of the wire in the coils were sepaar- 


_ ated by a distance equal to twice the thick- 


ness of the insulation. This separation re- 
sulted in almost complete cancellation of 
magnetic effects of electrons moving along 
and in the wires. Since the inertia of a 
particle is dependent on its ability to 
generate a magentic field for a given in- 
сгеаве in velocity, the inertia of the elec- 
trons in Hubbard's coils nearly vanished. 
This means that a modest EMF, such ав that 
produced by a dry cell, would accelerate 
the electrons to a high velocity. 
Ав the electrons leave the coils, in- 
ertia returns which slows them down. As 
a result, there would be a tremendous 
tbackup and concentration of electrons іп 
the coils. Since the electrostatic repul- 
sions have not been affected, a high con- 
centration of electrons will be ejected 
from the coils with great force resulting 
in high amperage and voltage. Hubbard, no 
doubt, used only a dry cell battery coupl- 
ed to a small ascillator which converted 
DC to a pulsed AC or DC. It is very doubt- 
ful if Hubbard himself knew why his de- 
vice worked. ў a 
A caduceus coil works for the same reasons, 
Except where the wire crosses on opposite 
sides of the core there is significant 
wire separation. These поф points result 
in periodic buildup and ejections of hard 
and soft electrons from the coil. More 
significantly, a laser beam of soft elect- 
rons flow from the end of the coil. It 
"ill have a longitudinal wave form with a' 
tcombination of two frequencies, one re- 
sulting from the АС applied to it and one 
- dependent on the physical characteristics 
-of the coil. It was no doubt the viril 


1 rod used by the ancients including the 


` Atlanteans. 
- Joseph H Cater 


' Author "Awesome Force" 


